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Testing ASIN Aqua Installation
WA R N I N G :  Any blocks, bubbles, or leaks in the clear plastic 

tube prevent ASIN Aqua from operating. The clear plastic tubing 

allows you to see liquid flow to and from your ASIN Aqua. 

Test your ASIN Aqua installation before operating to prevent damage to the 

system, failure to monitor your pool, and wasting time and money. Most 

problems are the result of poor connections to the pH and chlorine pumps.

Using the MANUAL DOSE OF DISINFECTANT function allows you to test both pumps.

1.	 From the start screen select SETTINGS.

2.	 Select DOSING TEST 

3.	 Select START in the yellow box  

on the left of the screen.  

This starts the chlorine pump 

on the left of your ASIN Aqua. 

4.	 While the pump is running check all 

the connections of your clear plastic 

tubes to the chlorine pump Check 

the valves are not blocked or leaking 

and that there are no air bubbles.

WA R N I N G :  Make sure fluid moves 

through the clear plastic tubes through 

the pumps to the pool water. 

5.	 Select STOP.

Checking the installation and checking 

the pumps ensures your ASIN Aqua 

is integrated into your pool system. 

See the level movement 
in the clear plastic tube.

Check the leaks.
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6.	 Select START in the blue box on the 

right of the screen. This starts the pH 

pump on the right of your ASIN Aqua. 

7.	 While the pump is running check all 

the connections of your clear plastic 

tubes to the pH pump. Check the 

valves are not blocked or leaking and 

that there  

are no air bubbles.

WA R N I N G :  Make sure fluid moves 

through the clear plastic tubes through 

the pumps to the pool water. 

8.	 Select STOP.

Checking the installation and 

pumps ensures your ASIN Aqua 

is integrated into your pool system.

Once everything is set up with no problems,  

calibrate and set parameters for your ASIN Aqua. 

Manual Dosing
Use Manual Dosing to raise the concentration of chlorine or pH agent 

within your pool. This is required if the concentration is significantly 

below recommended levels. You can also use Manual dosing to test the 

connections of the clear plastic tubes to the pH and chlorine pumps.

1.	 In menu select SETTINGS then MANUAL DOSE pH or disinfection.

2.	 In menu of manual dosing your selection is highlighted 

with a black triangle at the bottom.

Setting Your Pool’s Parameters
Each pool is unique. Temperature, size, location, and hardness of water all affect how 

ASIN Aqua monitors and tunes your pool water. For optimum performance, you 

must set your pool properties in ASIN Aqua. After you select REQUIRED VALUES:

1.	 Set your Pool Filtration Parameters

2.	 Set your Water Parameters

Setting Pool Filtration Parameters
ASIN Aqua must know the size 

of your pool and how long your 

pool is filtered each day. When you 

first install ASIN Aqua you must 

set these pool parameters.

1.	 From the start screen select 

SETTINGS then select PARAMETERS 

to take you to the following screen. 

2.	 Select POOL PARAMETERS
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3.	 POOL VOLUME. Calculate the volume of your pool 

in cubic meters (m3) using the formula; 

yy Pool Length (L) multiplied by Pool Width (W) multiplied by Pool Depth 

(D) equals Pool Volume (V) 

– (L × W × D = V). Press the 

+ and – buttons to input the 

correct volume of your pool 

and then press OK to save.

WA R N I N G :  this parameters effect on 

maximal hour disinfection dosage.

4.	 FILTRATION PERIOD. The figure shown shows the duration 

of the filtration period and not the frequency. 

R E CO M M E N DAT I O N : 

�Recommended filtration period is 24 hours. Minimum filtration period is 6 hours.

After you set the ASIN Aqua Pool Filtration parameters you must set the 

Water Parameters. The Pool Filtration and Water parameters determine 

which settings ASIN Aqua uses to monitor your pool correctly.

If you change the volume of water or duration of your pool 

filtration, you must update your parameters.

WA R N I N G :  The filtration period must be set up 

as total runtime of ASIN Aqua per day.

WA R N I N G :  this parameters effect on maximal  

hour disinfection dosage.

Depth

Depth

Length Length

Width

Width
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Setting Water Parameters
Water parameters tell ASIN Aqua the properties of your pool’s 

water. ASIN Aqua includes pre-set defaults based on:

yy Indoor or Outdoor pool.

yy Level of water hardness.

yy Average temperature of water.

Because each of these parameters has an effect on how ASIN Aqua 

performs, you must enter the correct water parameters to 

ensure ASIN Aqua operates optimally with your pool.

Set your water parameters when you install ASIN Aqua.

1.	 From the home screen select 

settings then PARAMETERS 

and then POOL PARAMETERS 

to reach the following screen. 

2.	 POOL. Using the check boxes 

select your type of pool:

yy INDOOR

yy OUTDOOR

yy EXTREME CONDITIONS

WA R N I N G :  this parameters effect 

on maximal hour disinfection dosage.

3.	 AVERAGE WATER TEMPERATURE. 

Select the average temperature 

of the water in the pool

WA R N I N G :  this parameters effect 

on maximal hour disinfection dosage.

4.	 WATER HARDNESS. Input the level 

of hardness of the water in the pool. 

This is measured in dH (degrees 

of hardness), 0 – 9 is soft, 9 – 21 

is hard and 21+ is very hard.

Ensure the parameters you 

set match your pool before 

calibrating your ASIN Aqua.
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pH Settings
Setup of required values:

1.	 From the home screen select SETTINGS then PARAMETERS. 

2.	 Select the blue pH button on the right.

3.	 Using the – and + buttons adjust the pH

R E CO M M E N D AT I O N : 

�Aseko Recommended pH 6,5 – 7,6. 

Use low pH with pools sanitized by active oxide agent. 

Use high pH with pools sanitized by salt electrolyzes systems. 

For chlorine sanitized pools You can use pH 7,0.

pH Calibrating
WA R N I N G :  The probes do NOT require calibration under most circumstances. 

ASEKO calibrates the ASIN Aqua pH probes at the factory. 

If you do not allow the probes to stabilize in water before calibrating and using your 

system, ASEKO cannot ensure the accuracy of ASIN Aqua. Re-check pH calibration 

once a year, replacing the probe if needed. 

Calibrating the ASIN Aqua pH Probe:

1.	 Manually check the pH level of your pool.

7,0
6,8

6,8

6,4

6,8

Use aseko tester Displayed value

Pool Tester #12170
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2.	 From the start screen of your 

ASIN Aqua select SETTINGS 

and then CALIBRATION. 

3.	 Select the blue pH button on 

the right of the screen. 

4.	 Compare the reading given on 

your ASIN Aqua with the reading 

taken manually. If different adjust 

the reading on the ASIN Aqua by 

pressing the + and – buttons so that 

they match and press OK to save.

R E CO M M E N DAT I O N :  

for precision calibrating use the test buffer pH 7,00.

If the manually test value is 

outside the pH range 6,2 – 7,8 

the following notification is given.

If the difference between manually 

test and current displayed pH 

valve is greater than 0,3 the 

following notification is given.

pH buffer 7,00 #12065
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Choose the function  
of Your ASIN Aqua

1) Free chlorine probe CLF

2) Redox probe RX

3) Time dosing ml/m3 per hour or per day

yy From the home screen select settings 

yy then CHOOSE THE TYPE OF PROBE to reach the following screen.

1) If You have free chlorine probe
Your Asin Aqua is already installed, connected  

to pool water and to chemical agents. 

yy Set up the chlorine level to 0,0 mg/l

yy Set up the pH value to 7,0

yy Manually adjust the chlorine level in your pool  

to 0,5 – 1,2 mg/l by using manualy dosing from ASIN Aqua 

or hand dosing of Superchlorination agent directly to pool.

24 Wait 24 hours for the probe stabilization.
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The first CLF calibration
1.	 Using the Aseko test 

kit provided, manually 

check the chlorine 

level of your pool by 

taking a sample from 

the output stream 

of pool water. 

2.	 From the start screen 

of your ASIN Aqua 

select SETTINGS 

and then CALIBRATION. 

3.	 Select the yellow chlorine box on the left of the screen. If the probe is 

broken or have any other malfunction the following notification is given.

4.	 Compare the reading given on your ASIN Aqua with the reading taken 

manually. If different adjust the reading on the ASIN Aqua by pressing 

the + and – buttons so that they match and press OK to save

When your manual chlorine readings match the ASIN AQUA 

readings, your probe is accurately reading chlorine levels. 

R E CO M M E N DAT I O N :  

Check your chlorine level in your pool once a week.

The table below gives the recommended levels of chlorine for your pool.  

This varies with the temperature of your pool and should never be less  

than 0.3mg/l.  

Chlorine Level mg/l Water Temperature

0.3 – 0.5 24 – 26 °C

0.5 – 0.8 26 – 32 °C

0.8 - 1 Over 32 °C

0,8
0,3

0,4

0,6

0,5

 Displayed valueUse aseko tester
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2) If You have redox probe
Your Asin Aqua is already installed, connected  

to pool water and to chemical agents.

yy Set up the sanitation level on 650 mV

yy Set up the pH value to 7,0 

yy Manually adjust the chlorine level in your pool to 0,5 – 1,2 mg/l 

by using manualy dosing from ASIN Aqua or hand dosing 

of Superchlorination agent directly to pool.

Fine tune
yy Manuallly check 

the chlorine level in 

the pool water.

yy If the pool’s chlorine 

level is to low or 

high, adjust the mV 

redox settings to fine 

tune your system.

Each 0,1 mg/l matches  

10 mV of redox.

E X A M P L E : 

The pool water chlorine level  

is 0,3 mg/l = displayed value is 650 mV.

You want to have 0,5 mg/l.

You have to increase the set up value 

of redox from 650 mV to 670 mV.

0,8
0,3

0,4

0,6

0,5

 Displayed valueUse aseko tester

650

0,3

24 Wait 24 hours for the probe stabilization.
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3) �If you use time dosing  
without probe

Your Asin Aqua is already installed, connected to pool water  

and to chemical agents.

yy Set up the sanitation dosing volume on 5 ml/m3 per hour 

if you use the chlorine sanitation agent.

yy Set up the sanitation dosing volume on 10 ml/m3  

per day if you use the active oxygen sanitation agent.

yy Set up the pH value to 6,8

Fine tune
yy Manually check the 

chlorine or active oxygen 

level in the pool water.

yy Than increase or 

decrease the setup 

“dosing volume”. 0,8
0,3

0,4

0,6

0,5

 Displayed valueUse aseko tester

WA R N I N G : 

The filtration period must be set up as 

total runtime of ASIN Aqua per day.

Setting Your Pool’s Parameters 

in page 13

Sanostrips #1217548 Wait 24 to 48 hours.



26 ASIN Aqua, ASIN Aqua NET

Safety functions
ASIN Aqua is equipped with safety functions that prevents pool from overdosing.

ASIN Aqua uses following safety functions: 

yy Maximum safety dose

yy Too rapid pH change

yy Dosing without a probe response 

Maximal safety dose
If you setup water parameters correctly, ASIN Aqua calculates 

maximum volume of disinfection agent that can be dose in a hour. 

Thanks to this function extreme overdose is unlikely.

The maximal hourly safety dose varied from 1 to 11 ml/m3 per hour. 

For extreme conditions is 25 ml/m3 per hour. 

Too rapid pH change
It can be caused by heavy rain, filling of 

large volume of water or extreme use, 

if that happens ASIN Aqua stops dosing 

pH agent for 2 hours and when pH value 

settles ASIN Aqua starts dosing again.

The pH change without probe response.
Depending on water hardness setting, ASIN Aqua  

reports error and stop dosing pH agent: 

yy Soft to moderately hard < 9 °dH.  

If there is a no change on the 

pH value ASIN Aqua stop dosing 

pH agent after 10 doses.

yy Hard 9–21 °dH. 

If there is a no change on the 

pH value ASIN Aqua stop dosing 

pH agent after 15 doses.

yy Very hard >21,01 °dH. 

If there is a no change on the 

pH value ASIN Aqua stop dosing 

pH agent after 25 doses.

. 
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ASIN Aqua NET
Main difference between ASIN Aqua and ASIN Aqua NET is connection to the 

internet through LAN connector. And connector for external display. 

Internet connection
The device is connected through LAN cable to the router. 

Data are send in 10 seconds intervals to IP 217.11.244.139, 

port 10004, must NOT be blocked by firewall. 

Powerline LAN
přes zásuvku 230V

LAN ethernet

3G/LTEFIXED IP

INTERNET

INTERNET

INTERNET

Powerline LAN 
via 230 V socket
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iPool Live
The app iPool Live shows data from the pool in real time 

on the screen of your iOS or Android device.

Allows set notifications when set parameters are exceeded. 

Shows actual parameters and also history. 

App is available for iOS and Android 

iPool LIVE

Enter serial number of the 
device you want to monitor.

You can set the notification when 
setup values are exceeded.

Time line shows all 
interactions with the unit. 

Shows set time of the filtration, 
real time of the filtration 
and setuped values.
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ipool.aseko.com
Web application for detail monitoring of water quality by using 

well arranged graphs. Shows all measured data and actions up to 

30 days back. All operations are monitored in real-time.

Login / registration screen.

Overview of all devices.

Detailed informations and graphs.
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External touch display
Showing measured values of your pool water, humidity and temperature of the 

pool room where the display is installed and you can also change setup value of pH 

and chlorine. You can also chose which parameters you want to see on the display.

Thermometer connection
yy Install temp. holder to the pipe 

system then insert the thermometer. 

yy Connect the cable (2m as 

standard, other lengths on 

request) into the connector at 

the bottom side of the device. 

Thermometer calibration (ASIN Aqua NET)
1.	 In menu select SETTINGS 

then CALIBRATION.

2.	 Press THERMOMETER CALIBRATION. 

3.	 Difference can be set 

using – and + button.

12048
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Maintaining ASIN Aqua
The ASIN Aqua requires regular visual inspection and maintenance  

to ensure optimal performance. The table below gives a list of areas  

to be regularly checked and recommendations for replacement time.

Spare part list

Pump Tube replacement
It is recommended to change the tube once a year in order to prevent 

the possible failure. The tube change is made in the following way:

yy Turn the pump counterclockwise and remove it

yy Loosen both ends of the tube and remove the tube

yy Cut the tie strips and release the tube

yy Use a new tube and secure it with new tie strips

yy Insert the tube back to the pump and grease it with supplied grease

yy Place the pump back

# 12005  Injection valve

# 12071 � CLF electrolyte # 12065 � Buffer pH 7,00

# 12052 � CLF probe

# 13087 � Replacement tube 
for injection valve

# 12029 � CLF membrane

# 12015 � Redox probe

# 12073 � Pump tube set

# 12014 � pH probe

Cassette Rotor 
Assembly

Base –  Geared 
motors

Pump Tube
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Item Maintenance Procedure Recommendation
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Check your valves regularly for 

blockages, damaged rubber seals 

and the build up of limescale.

Check for damage to the 

clear plastic tubes.

In case of very hard water, swop 

the clear plastic tube connecting 

the pH and chlorine to the valves 

every 2 weeks. This prevents 

the build up of limescale.

WARNING: Mixing the pH and 

chlorine agents is extremely 

dangerous. Always wear personal 

protective safety equipment, 

gloves glasses and mask. After 

disconnecting tubes rinse in 

clean water before reconnecting.

Change your injection valves 

every 2 years for private pool use 

or every 1 year for public pools. 

# 12005 

C
hl
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in

e 
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p
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Regularly check the level.
Chlorine agent decomposes with 

time. Replace every 6 months

PH
 a

nd
 C

hl
or

in
e 

Pu
m

p
s Check inside the pumps for 

damage. The clear plastic tubes 

wear out during operation. 

Replace tubes every  

12 months. # 12073

Item Maintenance Procedure Recommendation

C
LF

 P
ro

b
e

Remove your CLF probe from 

your ASIN Aqua and clean 

off any dust and debris.

Clean your probe with 

fresh water and wipe with 

a clean soft material.

Check the sensitivity in mV  

in CALIBRATION MENU. 

If this is at 0,5 mg/l under 

10 mV change the electrolyte 

or membrane module.

Change the electrolyte 

every 6 months. # 12071

Change the membrane module 

every 1 years. # 12029

Re
do

x 
Pr

ob
e

Remove your Redox probe 

from your ASIN Aqua and clean 

off any dust and debris.

Clean your probe with 

fresh water and wipe with 

a clean soft material.

Change your Redox probe  

every 1 – 2 years. # 12015

p
H

 P
ro

b
e

Remove your pH probe from 

your ASIN Aqua and clean 

off any dust and debris 

Clean your probe with 

fresh water and wipe with 

a clean soft material.

Change the pH probes 

every 1 – 2 years. # 12014
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