: e\ | | T
OCT HAXL

WrasSystem with. Active |[Heat Recovery,

PL"‘A g e 4

Power with efficiency.
Comfort without

Compromise.

Heatstar =

Environmental Control Systems



Heatstar®

Environmental Control Systems

Installation

The Phoenix is ideally positioned out of sight within a
dedicated equipment room adjoining the pool room.

The Phoenix would usually require a mains electrical
supply, duct channels to distribute the pool room air and
pipe connections to a fuel boiler, pool water fitration circuit
and waste water drain.

Variable Mode Humidity Control

The Phoenix maintains humidity control in stages,
subject to activity within the pool, thereby combining the
high efficiency of a dehumidification heat pump supported
by the swift and assured effect of introduction of dryer
fresh air.

Dehumidification Via Refrigeration

As the humid air from the pool room is re-circulated
through the Phoenix by the internal fan, a refrigerated heat
transfer coil is used to condense out the excess moisture.

The heat and latent energy contained within the warm,
humid pool room air can then be utilised by the
refrigeration system using the Heat Pump principle to
provide Active Heat Recovery. This heat, together with ALL
the electrical power consumed by the compressor motor

which drives the refrigeration system, is then used to help
heat the pool room air or the poo! water, depending upon
the exact requirement at the time.

Dehumidification effectiveness is regulated by a special
Constant Pressure Valve. This valve automatically optimises
the performance of the refrigeration system in line with
variations in the pool room conditions.

As well as providing savings in operating costs, the high
energy efficiency obtained through the function of the
refrigeration system also serves to notably reduce overall
fossil fuel consumption and help meet related global
warming concerns.

Active Heat Recovery Control

Control over the Active Heat Recovery is completely
automatic with the system giving priority to establishing the
optimum pool room air temperature prior to transferring the
recovered heat into the pool water.

This ideal method of heat recovery control is possible as
the Phoenix features Full Capacity Heat Recovery Coils
both for the air and the pool water. Therefore, 100%
control is achieved over where the heat is placed,
ensuring maximum energy efficiency and preventing
unnecessary overheating.

Dehumidification Via
Introduction Of Fresh Air

If a rise in pool room humidity continues beyond the
immediate control of the refrigeration system, the Phoenix
automatically increases the rate of introduction of dryer
fresh air.

To ensure that energy efficiency is maintained and to
limit the heat lost by introducing colder fresh air, the
exhausted pool room air is first subjected to a ‘dual’
process of heat reclaim.

The warm pool room air is first passed through the
refrigeration system to enable active heat recovery and
then through a 'Cross Flow' plate heat exchanger, where
further heat within the air is placidly conducted via a series
of adjoining pfates directly to the incoming fresh air.

Pool Room Air Heating

To ensure that the optimum pool room temperature is
always achieved, during periods when the heating
requirement of the pool room exceeds the heat generated
through active heat recovery, a supplementary air heating
coil is incorporated within the Phoenix.

This coil transfers heat piped from a separate fuel boiler
into the pool room air as it is re-circutated through the
Phoenix by the internal fan.

Pool Room Unoccupied

The Phoenix uses fan speed controllers and the
ability lo re-circulate the pool room air lo reduce venlifation
to a minimum, saving unnecessary heal loss and
eleclrical pover.

Should a surlace cover be used on the pool during this
period, the Phoenix can reduce energy consumplion further
by maintaining a tower 'set back' pool room air lemperalure,

Light usage

The Phoenix automatically provides ditution with resh air
to maintain air qualiy.

To limit venlilation heat loss, the exhausted pool air is
lirst passed through the refrigeration system o enable
aclive heat recovery and then through the placid plate
heat exchanger.

Heavy usage

The Phoenix i i jor of
dryer fresh air in fine with the demand for humidity control,
The exhausled pool air is again first passed through
the reftigeration system and then through the plate
heat exchanger.

Air conditioning

¥ the pool room air exceeds the maximum
pre-set the Phoenix i i the
rale of introduction of coofer fresh air o help dissipate the
excess heal.

The refrigaralion system also provides mechanical cooling
lo the re-circulated air and ins energy efficiency by
utihsing the reclzimed heat lo supplement heating of the

poo! water.
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Pool Water Heating
To simplify installation, the main pool water heat
exchanger can also be incorporated within the Phoenix,
together with all necessary controls etc. High output heat
exchanger capacities are offered to enable a swift initial
warm-up period for the pool water. The pool water heat

exchanger is also supplied with heat piped from the
separate fuel boiler.

Pool Room Air Quality

The Phoenix always provides a modulated leve! of
fresh air dilution to achieve an enhanced impression of
freshness and to prevent any build up of chemical odours.
A slightly negative air pressure is also achieved to help
prevent the pool room atmosphere migrating into
adjoining areas, or compromising vapour barriers. The
‘dual’ process of heat reclaim is retained to maintain
high efficiency.

Air Conditioning

Should the pool raom air become excessively hot
during the summer months, then the Phoenix will
automatically exhaust the hot air to outside and replace it
with cooler, more comfortable fresh air to provide a
pleasant 'outdoors' feel.

To maintain energy efficiency, the refrigeration system
can continue to provide Active Heat Recovery from the
pool room air into the pool water and so contribute to the
air conditioning effect by providing mechanical cooling.

Automatic Control

The Phoenix is fully automatic, incorporating an
easy-to-use control panel to govern the various modes
of operation and accurately maintain the required
environment. The controls feature the latest
digital technology and are able to clearly
display and monitor the actual
conditions and system status.

The poo! room temperature can also
automatically be lowered to save energy
when not in use.

Air Distribution Into
Pool Room

The Phoenix is equipped with a powerful fan to enable
the pool room air to be thoroughly distributed via a duct
work system.

The pool room air would normally be drawn into the
Phoenix via a wall grille or louvre. The Phoenix would
discharge the conditioned air into a distribution duct which
would channel the air throughout the pool room. Air outlet
grilles would be positioned at strategic points to provide

Typical Installation

optimum coverage to all areas of the pool room and to
discharge air directly over surfaces prone to condensation,
such as glazing, creating an air curtain effect.

The Phoenix is suitable for operation in conjunction
with duct work positioned either overhead or under floor.

In addition, ducts would also be required to take fresh
air to the Phoenix and to exhaust the pool room air
to outside.

Although the duct work would normally be designed
and installed by a specialist swimming pool duct work
contractor, Heatstar are pleased to advise on this aspect.

Total Flexibility Of Configuration

Each Phoenix unit is tailored to the precise individual
requirements of the application, obviating the need to
under or oversize performance aspects or tolerate
inappropriate equipment room layout, as can be the case
with 'off the shelf products.

Dehumidification rates, air flows and heating duties are
all selected individually to give a completely balanced,
highly effective system, operating at ideal efficiency.

Therefore, whether the pool room is a large
conservatory or a small basement, the Phoenix is the
perfect approach.

The position of the control panel, pipes, air duct
spigots and maintenance access can also all be orientated
during manufacture to accommodate the ideal equipment
room layout.

HighQuali
‘ struction

Constru

steel with a tough PVC

The air heat exchange coils use collared
fins and the plate heat exchanger uses
a special corrosion-resistant
polymeric coating.

The Phoenix also uses special high-
efficiency, direct drive centrifugal fans,
ensuring minimal operational noise and
avoiding drive belt maintenance.

The refrigeration system is filled with zero
ozone depletion refrigerant and is
completely hermetically sealed to guard
against leakage.




The Fresh Air System with Active Heat Recovery

Contact Heatstar for detailed
specifications and a full analysis
of your heating and environmental
control requirements.

Heatstar Ltd Dodnor Park  Newport
Isle of Wight England PO30 5XB

Tel 01983 521 465
Fax 01983 822 016
Email info@heatstar.co.uk
web www.heatstar.co.uk

XF Model Option

The Phoenix can also optionally be specified as an
'XF' model. This is a simplified version which omits the
refrigeration system and relies solely upon introduction
of fresh air to control humidity and the 'Cross Flow' plate
heat exchanger to offer placid heat recovery on the
ventilated air.

Testing Procedures

Prior to a new Phoenix unit leaving the Heatstar
factory, it is first subjected to a thorough procedure of
testing and appraisal within Heatstar's own climatic
chamber to ensure that all aspects meet the required
quality standards.

Factory Supported Warranty &
Maintenance

Like all Heatstar products, the Phoenix comes
with the peace of mind of a comprehensive, full
factory warranty.

Also avaitable are extended warranty options and the
benefit and assurance of future routine servicing by
Heatstar's own engineers to ensure minimal
maintenance costs, a very long operating life and that
the Phoenix is always able to obtain optimum efficiency.

System Design Service

Heatstar offer a free, computer-aided system design
facility providing accurate and precise equipment
selections, installation schemes and economic
assessments. Heatstar's highly experienced team of
experts are available for consultation on all related
aspects, without charge or obligation.
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